Bevel Back Weatherboard Details

- Flexible underlay

ABODO

B.C.F.01 Base of Wall - Concrete Floor

B.C.F.02 Base of Wall - Timber Floor

B.C.F.11 Inter-Storey Cavity Junction

B.C.F.12 Packer Cavity Batten - Painted

B.C.F.13 Packer Cavity Batten - Stained

B.C.F.14 Structural Cavity Batten - Painted
B.C.F.15 Structural Cavity Batten - Stained
B.C.F.21 External 90° Corner - Boxed

B.C.F.22 External 90° Corner - Soakers

B.C.F.23 External 135° Corner - Soakers

B.C.F.31 Internal 90° Corner - Scribed & Notched
B.C.F.32 Internal 90° Corner - With Moulding
B.C.F.33 Internal 135° Corner - Scribed & Notched
B.CF.41 Enclosed Deck - Concrete Substrate
B.C.F.42 Enclosed Deck - Timber Substrate
B.C.F.43 Parapet Balustrade Cap Flashing
B.C.F.44 Parapet Balustrade Intersection With Wall
B.C.F.51 Meter Box Head

B.C.F.52 Meter Box Jamb

B.C.F.53 Meter Box Sill

B.C.F.54 Pipe Penetration

B.C.F.55 Weatherboard Join

B.C.F.57 Apron Flashing

B.C.F.58 Roof Kick-out Flashing Cavity Detail
B.C.F.61 Top Of Wall - Flat Soffit

B.C.F.62 Top Of Wall No Soffit

B.C.F.63 Top Of Wall - Sloping Soffit

B.C.F.71 Window Head

B.C.F.72 Window Jamb

B.C.F.73 Window Sill
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber
must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber
must be sealed with an
approved coating or end seal.
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1. Weatherboards must be
coated with at least one coat
all sides prior to fixing.

2. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

3. Cutends and exposed timber
must be sealed with an
approved coating or end seal.
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Wall framing

Building wrap

Cavity batten

Bevel back weatherboard

Additional building wrap over
'Z' flashing

Packer

Cavity closer

=~ 15mm min. drip edge

~

(Cavity closure to bottom of cladding)
5mm min. capillary gap

35mm 'z' flashing

15° min. slope

35mm min. upstand

35mm min. cover to weatherboard

Continuous horizontal cavity batten or
100mm cavity spacers with 5° min. fall
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber
must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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32mm overlap
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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32mm overlap
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber
must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber
must be sealed with an
approved coating or end seal.
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1. Weatherboards must be
coated with at least one coat
all sides prior to fixing.

2. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

3. Cutends and exposed timber
must be sealed with an
approved coating or end seal.
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1. Weatherboards must be
coated with at least one coat
all sides prior to fixing.

2. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

3. Cutends and exposed timber
must be sealed with an
approved coating or end seal.
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the bottom plate
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.

Metal parapet flashing
5° min. slope (1:12)

———

Roof underlay to provide

Parapet flashing to provide separation between flashing

50mm min. cover over weatherboards
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.

— Face of weatherboard

1
L Top edge of weatherboard

Wall framing
— Building wrap

Cavity batten

| Weatherboards scribed
\ and notched at corner
“ 50 x 50mm internal corner
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I
|
|
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<L T/ |
I v lapped around corner onto wall
|
Fixings clear of flashing
\
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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Internal wall lining +—
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L\ Cavity batten
% Bevel back weatherboard

'Z' flashing

Packer

Air seal over B

Cavity closer

— 15mm min. drip edge
| (Cavity closure to bottom
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<— 5mm min. capillary gap

PEF backing rod

Building wrap dressed into
opening with flashing tape
installed over wrap

450 min- |0pe
35mm mjn. upstand
10mm mjn. cover to flang

Additional building wrap over
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e
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seal and|rivet to meter box

—— Meter box
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1. Weatherboards must be
coated with at least one coat
all sides prior to fixing.

2. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

3. Cutends and exposed timber
must be sealed with an
approved coating or end seal.

Internal wall lining +—

Air seal over

Wall framing

Building wrap

Cavity batten
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PEF backing rod

50

Top edge of weatherboard

— Face of weatherboard

0.55mm galv steel jamb angle
with hem
seal and rivet to meter box

Sealant over
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i ]

Building wrap dressed into
opening with flashing tape
installed over wrap

~
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—— Meter box
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1. Weatherboards must be
coated with at least one coat
all sides prior to fixing.

2. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

3. Cutends and exposed timber
must be sealed with an
approved coating or end seal.

Building wrap dressed into
opening with flashing tape
installed over wrap along sill
and 100mm up jamb

—— Meter box

Air seal over
PEF backing rod

Internal wall lining +—

e ————

0.55mm galv steel sill angle
seal and rivet to meter box
35mm min. cover to weatherboard

Wall framing
Building wrap
Cavity batten

Bevel back weatherboard
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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Internal wall lining

Sealant over
PEF backing rod —

Wall framing

Building wrap

Cavity batten

Bevel back weatherboard
Flashing tape adhered to building
wrap and pipe

Lap 100mm along wall
Lap 20mm along pipe

Pipe with 5° fall

Sealant over PEF backing rod

Packer to suport pipe
Pipe to be secured to packer
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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Internal wall lining
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Top edge of weatherboard

— Face of weatherboard

Wall framing
Building wrap
Cavity batten

Soaker

«— Nail to be 15mm along from front

edge of join to prevent nailing through

back board

Tight mitred join with adhesive sealant

between weatherboards
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.

Internal wall lining

\

—

Wall framing

Building wrap

Lu Cavity batten
\ Abodo Bevel back weatherboard
J‘bqlmm: —F
|l <
!l
1
.
L

Building wrap to overlap
cavity closure
— Packer

Cavity closer

110mm minimum upstand
flashing with 10mm hem

- Underlay carried up face of
framing behind upstand flashing

Roofing

Stopend

5mm gap max. for
notched downturn
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1. Weatherboards must be
coated with at least one coat
all sides prior to fixing.

2. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

3. Cutends and exposed timber
must be sealed with an
approved coating or end seal.

1
Abodo Bevel Back
Weatherboard
Cavity battens
Apron flashing
Building wrap .
Apron flashing upstand

behind building wrap
and cladding

Tapered stop-end to
divert apron flashing
water into gutter

Stop spouting 10mm min.
clear of finished wall cladding

10mm Roofing

Transition tray flashing
extended to underside
of roofing

Spouting

Eaves and soffit

Fascia
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M CMA-CM40070
Date
Bevel Back Weatherboard 30/07 /14
Roof Kick-out Flashing Cavity Detail / 7/
© 2013 Abodo Wood Ltd, PO Box 8961, Symonds St, Auckland 1052 Drawing No.
Ph 64 9) 302 9555 Fx 64 9) 302 9550
ABODO www.abodo.co.nz B.C.F.58




. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber
must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.

‘ \ \
Internal wall lining | Wall framing
I mi\L\X

Building wrap

Cavity batten

Bevel back weatherboard

Packer

Cavity closure

Additional building wrap over
head flashing

Stopends to flashing to
finish at back of cladding

15mm min. drip edge
(Cavity closure to bottom
of cladding)

5mm min. capillary gap

—— Head flashing
. ~  15° min. slope
Air seal over 35mm min. upstand
PEF backing rod 10mm min. cover to joinery
I Aluminium joinery
Building wrap dressed into
opening with flashing tape
installed over wrap
wHHHH
CODEMARK’
f@ CMA-CM40070
Bevel Back Weatherboard Scale Date
Window Head 1:2 24/09/14
A B o D o © 2013 Abodo Wood Ltd, PO Box 8961, Symonds St, Auckland 1052 Drawing No.
Ph 64 9) 302 9555 Fx 64 9) 302 9550
www.abodo.co.nz BCF71




1. Weatherboards must be
coated with at least one coat
all sides prior to fixing.

2. Fixing points must be
pre-drilled minimum 1mm
smaller than the fastener.

3. Cutends and exposed timber
must be sealed with an
approved coating or end seal.
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. Weatherboards must be

coated with at least one coat
all sides prior to fixing.

. Fixing points must be

pre-drilled minimum 1mm
smaller than the fastener.

. Cut ends and exposed timber

must be sealed with an
approved coating or end seal.

48

Air seal over 7— ,,,,,,,,,,,,,,
PEF backing rod_| ~ o ——— WJ

0

\ ‘ p
|
|

B

Aluminium joinery
Building wrap dressed into
opening with flashing tape

installed over wrap along sill
and 100mm up jamb

Batten to suit
weatherboard profile

Support bar screwed
to timber framing

Wall framing
Building wrap
Cavity batten

Bevel back weatherboard

',WHHHW

CODEMARK"

g CMA-CM40070

Bevel Back Weatherboard
Window Sill

Scale Date

1:2 3/10/13

© 2013 Abodo Wood Ltd, PO Box 8961, Symonds St, Auckland 1052

ABO Do Ph 64 9) 302 9555 Fx 64 9) 302 9550

www.abodo.co.nz

Drawing No.

B.C.F.73




	Bevel Back Weatherboard Details-Flexible underlay
	B.C.F.01
	B.C.F.02
	B.C.F.11
	B.C.F.12
	B.C.F.13
	B.C.F.14
	B.C.F.15
	B.C.F.21
	B.C.F.22
	B.C.F.23
	B.C.F.31
	B.C.F.32
	B.C.F.33
	B.C.F.41
	B.C.F.42
	B.C.F.43
	B.C.F.44
	B.C.F.51
	B.C.F.52
	B.C.F.53
	B.C.F.54
	B.C.F.55
	B.C.F.57
	B.C.F.58
	B.C.F.61
	B.C.F.62
	B.C.F.63
	B.C.F.71
	B.C.F.72
	B.C.F.73



